AT COMMAND LISTING ERROR CODES

COMMAND |FUNCTION ERROR | VERBOSE

1 |AT Test UART Connecion Sl

5 | ATeRESET —ymrT—— [i] Command Emorinvalid Command

3 |ATVERSION | Quenmy firmware verson 1 TG S WD

4 | AT+ORGL Resbre settings to Factory Defaults 2 AR Wk

5 | ATeADDR Query Device Bluetooth Address 3 Device name is 0o bong (>32 characiers)

5 | AT+NAME Query/Set Device Name . EAENSTAGE TG PO ) SR

7 |[AT+RNAME | Query Remote Bustooth Device's : SRR Y P
Name [ Bluetooth address UAP is too kong

AT+ROLE Query/Set Device Role T Bluetooth address LAP is too long

g | AT+CLASS Query/Set Class of Device CoD & P10 map not specified (0 lenght)

10 | AT+IAC Query/Set Inquire Access Code Ll v P10 puor N e

11 | AT+INOM Queny/Set Inquire Access Mode A Devica G not spaciid ((F langhd)

12 | AT+PSWD Query/Set Pairing Passkey i Dewvica Gz oo long

13 | AT+LART Query/Set UART parameter G Imquire Access Code not Spedfied (0 lenght)

14 |AT+CMODE | Query/Set Connection Made 2 inquira Acoess: Code too long

15 | AT+BIND Queny/Set Binding Blustooth Address E Invalid lquire Access Code entered

% | AT+POLAR Query/Set LED Output Polarity F Pairing Password not specified (0 kenght)

17 |ar+Pi0 SetReseta User IO pin 10 Pairing Password too kong (> 16 charaders)

18 | AT+MPIO SetiReset multipls User 10 pin W | il Rl antan]

19 | AT+MPIO? Query User 10 pin 12 | el Bel Ratel el

20 | AT+IPSCAN Queny/Set Scanning Pammeters 13 Imvalid Stop Bit entered

21 | AT+GNIFF Queny/Set SNIFF Energy Savings 1 | S oy HE ate
Parameters 15 Mo device in the Pairing List

22 | AT+SENM Queny/Set Securty & Encryption Modes 16 |SPPnotintiaized

73 | AT+RMSAD Delete Aubentcated Device from List 17 |SPPalready initialized

24 | AT+FSAD Find Device from Authenticated Device 18 Invalid Inquiry Mode
List 12 Inquiry Timeout ocoured

25 | AT+ADCN Query Total Number of Device from 1A Inwalidzero lkenght address entered
Ruhvani cated Dewios Lt 18 |Invalid Security Mode entered

76 | AT*NRAD Query Most Recently Used Authent’ L L S L
cated Device

ZT | AT+STATE Query Cument Status of the Device

2B | AT+NIT Initisiize SPP Profile

29 | AT+INQ Query Mearby Discoverable Devices

30 | AT+INQC Cancel Search for Discoverable
Devices

31 | AT+PAIR Device Paiing

32 | AT+LINK Conned o a Remoie Device

33 | AT+DISC Disconnect from a Remok Device

M | AT+*ENSNIFF Enter Energy Saving mode

35 |AT4EXSNIFF | Exit Energy Saving mode

Ver: https://components101.com/sites/default/files/component_datasheet/HC06%20Bluetooth
%20Module%?20Datasheet.pdf

Se houver dois MCUs que se conectam ao dispositivo mestre e escravo, respectivamente, antes do
emparelhamento (o LED piscard), o usuario podera enviar comandos AT pela porta serial quando o
sistema estiver ligado. Consulte a folha de dados do HC-04 e HC-06 para comandos detalhados. No
ultimo capitulo, o conjunto de comandos sera apresentado. Observe que o comando do HC-04/HC-
06 ndo possui terminador. Por exemplo, considere o comando call, enviar AT ja é suficiente, ndo
precisa adicionar o CRLF (alimentagdo de linha de retorno de carro)



Antes de emparelhado, o modo de HC-04 e HC-06 sao o modo AT.

Na condicao de 9600N81, OK sera recebido quando o usuario enviar as duas letras AT. Consulte o
ultimo capitulo da folha de dados para outros comandos do HC-06. Por favor, preste atencao que o
envio de AT ja é suficiente, ndo precisa adicionar o CRLF (alimentacdo de linha de retorno de
carro).

<p> |<r= Remarks

1 1200 set to 1200bps

2 2400 set to 2400bps

3 4800 set to 4800bps

4 9600 set to 9600bps (Default)
2 19200 set to 19200bps

6 38400 set to 38400bps

7 57600 set to 57600bps

8 115200 | setto 115200bps
9 230400 |setto 230400bps
A 460800 | setto 460800bps
B 921600 |setto 921600bps
Cc 1382400 | set to 1382400bps

HC-06 ZS-040
Default parameter: Baud rate:9600N81, ID: linvor, Password:1234



